AN-38A

Supplier Product Inspection Report 

In accordance with Code 3 requirements of the purchase order and this flysheet, Seller shall provide to Buyer, inspection data of product characteristics specified below.

Note:  Seller may submit its own Inspection Data Report format providing the information and inspection data requirements set forth here in are met.

Supplier Product Inspection Report

Date: 

Purchase Order: 

Part Number:  145-0036-(all dash numbers            Rev. Ltr  E              

(Above information to be completed by Seller)

Prepared by:      S.A. Suarez (714) 762-9216  (08-27-2001)                                           

(To be completed by PQE)

Remarks:  Supplier shall provide evidence of compliance as required per DWG. 145-0036 and as listed below, with each shipment.  

	Drawing or Specification

Requirements
	Supplier’s Measurement
	Evidence of Suppliers Inspection 

	DWG. 145-0036

Para 3.5.2 Hardness…shall exhibit a hardness of Rockwell 58C-65C

Note: If coupons are to be used as method of test, coupons must be properly and clearly identified and available to Boeing source inspector for hardness test verification.

Para 3.5.3  Straightness….shall not exhibit a runout of greater than .002 in. per linear foot of shaft length. (Inspect and record actual straightness results for each shaft, 100% inspection)

Para 5.0, 5.1, 5.1.1, 5.1.2 Packaging and Packing…..per DWG. requirement.
	
	


Failure to Provide Test Data will result in rejection at Boeing Receiving Inspection.
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