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Supplier Product Inspection Report 

In accordance with Code 3 requirements of the purchase order and this flysheet, Supplier shall provide to Buyer, inspection data of product characteristics specified below.

Note:  Seller may submit its own Inspection Data Report format providing the information and inspection data requirements set forth herein are met.

Supplier Product Inspection Report

Date: _______________ Purchase Order: ____________________
Part Number: 1D51283-______ Rev.: R
(Above information to be completed by Supplier)

(To be completed by PQE)

Prepared by: Michael Irvin
Remarks: Supplier to provide evidence of conformance to Test Requirement items 2 and 3 (see below).

Drawing or Specification

Requirements
Supplier’s Measurement
Supplier’s Inspection Stamp

Test Requirement

2. Leakage Pressure Test

The Heat Exchanger shall be pressurized from 0 to 1.5 PSIG. while maintaining a pressure of 1.5 PSIG for five minutes. Leak rate shall not exceed 35CC/minute.

3. Pressure Drop Test

The pressure drop from side wall inlets through the heat exchanger to ambient, IE 14.7 PSIA including local entrance and exit losses: shall be a maximum of 3.6 inches of water, for dry air at 55 (C and a mass flow rate of 7.0 lbs/min or equivalent. The pressure drop of the two side walls shall be not more than 15%.
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