AN-38A

Supplier Product Inspection Report 

In accordance with Code 3 requirements of the purchase order and this flysheet, Supplier shall provide to Buyer, inspection data of product characteristics specified below.

Note:  Seller may submit its own Inspection Data Report format providing the information and inspection data requirements set forth herein are met.

Supplier Product Inspection Report

Date: _______________ Purchase Order: ____________________
Part Number: 1D75060-_______ Rev.:   G
(Above information to be completed by Supplier)

(To be completed by PQE)

Prepared by: Michael Irvin
	Remarks: Supplier to provide evidence of pressure testing IAW drawing notes 19 and 20. Indicate the results in the space provided below, or on a separate test/inspection report and attach to this flysheet.


	Drawing or Specification

Requirements
	Supplier’s Measurement
	Supplier’s Inspection Stamp

	DRAWING NOTE:

19. PRESSURE DROP TEST:

MEASURE TOTAL PRESSURE DROP FROM INLET TO OUTLET, INCLUDING PLUMBING CONNECTIONS, USING A MIXTURE OF 60% ETHYLENE GLYCOL/40% WATER AT 80( ( 20( F. MEASUREMENT SHALL NOT EXCEED 2.5 PSI DIFFERENTIAL WITH A FLOW RATE OF NOT LESS THAN ONE (1) GAL./MIN.

20. PROOF PRESSURE TEST:

HOUSING SHALL BE DESIGNED TO WITHSTAND AND FUNCTION AFTER A FIVE (5) MINUTE EXPOSURE TO COOLANT PRESSURE AT 52 PSIG. HOUSING, INLET AND OUTLET PORTS SHALL EXHIBIT NO PERMANENT DEFORMATION OR DETECTABLE EXTERNAL OR INTERNAL LEAKAGE FOLLOWING PROOF PRESSURE EXPOSURE.

	     
	     


Supplier Note:  If the drawing revision level does not match the revision level noted on this sheet, notify the buyer immediately for a new AN38A
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