AN-38A

Supplier Product Inspection Report 

In accordance with Code 3 requirements of the purchase order and this flysheet, Supplier shall provide to Buyer, inspection data of product characteristics specified below.

Note:  Seller may submit its own Inspection Data Report format providing the information and inspection data requirements set forth herein are met.

Supplier Product Inspection Report

Date: _______________ Purchase Order: ____________________
Part Number: 23472-507-1                   Rev.:   NC/A6
(Above information to be completed by Supplier)

(To be completed by PQE)

Prepared by: Michael Irvin
	Remarks: Supplier to furnish evidence of acceptance testing IAW drawing note 6 items A, B, and C (see below).


	Drawing or Specification

Requirements
	Supplier’s Measurement
	Supplier’s Inspection Stamp

	Drawing Note:

6. ACCEPTANCE TEST AS FOLLOWS:

A. PHYSICAL INSPECTION TO THE DRAWING.

B. CIRCUIT CONTINUITY: EACH CIRCUIT SHALL NOT EXCEED 1 OHM DIRECT CURRENT CONTINUITY RESISTANCE AT 100 MILLIAMPS MINIMUM.

C. INSULATION RESISTANCE: THE INSULATION RESISTANCE SHALL BE GREATER THAN 100 MEGOHMS WHEN MEASURED SEPARATELY BETWEEN ANY PAIR OF CONTACTS, BETWEEN ANY CONDUCTOR AND SHIELD AND BETWEEN THE CONNECTOR SHELL AND ANY CONTACTS EXCEPT CONTACTS USED AS SHIELD TERMINATION. MEASUREMENTS SHALL BE MADE BY USING A POTENTIAL OF 500 VOLTS DC MINIMUM. ELECTRIFICATION TIME SHALL BE 5 SECONDS MINIMUM.

	     
	     


Supplier Note:  If the drawing revision level does not match the revision level noted on this sheet, notify the buyer immediately for a new AN38A
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