AN-38A

Supplier Product Inspection Report 

In accordance with Code 3 requirements of the purchase order and this flysheet,  Seller shall provide to Buyer, inspection data of product characteristics specified below.

Note:  Seller may submit its own Inspection Data Report format providing the information and inspection data requirements set forth here in are met.

Supplier Product Inspection Report

Date










                






( information to be completed by Seller)
Purchase Order:  








                 





(information to be completed by Seller)

Part Number:   
B33F0007
Rev. Ltr:  





 






( information to be completed by Seller)

Prepared by:   Mike Macias                 (714) 762-5342  Date: 03-20-03, rev 1

                 

(To be completed by PQE)

	Specification Number: 
	Note: Unless otherwise specified Group A Inspections shall be performed in the order shown. 

	B33F0007    
	Requirement Paragraph: 
	Characteristic and Inspection/Test Condition(s)
	Sample Size
	Quantity Tested
	Quantity Accepted
	Inspector Number

	
	3.1.6                                   
	Exterior Shell Finish, MIL-C-38999, Class T, Finish B
	100% 
	
	
	

	
	3.2.2
	Configuration/Dimensional per MIL-C-38999, Series I and Figure I of B33F0007 
	100%
	
	
	

	
	3.2.15
	Contact Identification Location per MIL-C-38999, para.3.43.1
	100%
	
	
	

	
	3.2.19
	Identification, MIL-STD-1285
	
	
	
	

	
	3.2.20
	Marking, per 3.2.20 and  MIL-C-38999, paragraph 3.43
	
	
	
	

	
	3.2.1
	Material, MIL-C-38999, par. 3.31 through 3.3.4. Rear Termination TIN Plater per MIL-T-10727
	**
	**
	**
	-----------

	
	3.1.1
	Insert Arrangement
	
	
	
	

	
	3.1.2
	Polarization
	
	
	
	

	
	3.1.3
	Contacts
	
	
	
	

	MIL-C-38999
	3.5
	Interchangeability
	**
	**
	**
	------------

	
	3.44
	Workmanship @ 3X magnification
	
	
	
	

	
	3.1
	Critical Exam. Mating Diameters, Key or Key Way positions, Registration of Grommet and Insert Markings
	100%
	*
	*
	-----------

	B33F0007
	3.3.3
	Insulation Resistance per MIL-C-38999, par. 3.13.1
	100 %
	
	
	

	
	3.3.1
	DMV @ Sea Level, per MIL-C-38999
	100%
	
	
	

	
	3.3.7
	Capacitance- MIL-F-15733, par 3.7
	
	
	
	

	
	3.3.6
	Insertion Loss per MIL-F15733, par. 3.13
	100 %
	
	
	

	
	3.2.1
	Material
	
	**
	**
	-------


*  Note: Seller may certify compliance via in-process controls as required.

    ** Note: Seller may certify as design part qualification parameters
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