AN-38A

Supplier Product Inspection Report 

In accordance with Code 3 requirements of the purchase order and this flysheet, Supplier shall provide to Buyer, inspection data of product characteristics specified below.

Note:  Seller may submit its own Inspection Data Report format providing the information and inspection data requirements set forth herein are met.

Supplier Product Inspection Report

Date: _______________ Purchase Order: ____________________
Part Number:        BACB30LK06-12                                      Rev.:   V
(Above information to be completed by Supplier)

(To be completed by PQE)

Prepared by:       R A Cebula                          714/762-2551              

	Remarks: 

For each lot of fasteners, supplier shall furnish actual test data showing conformance with the requirements of Para. 7.1 of Aluminum Coat process specification BMS10-85.   The data must be traceable to the fastener lot number(s).




	Drawing or Specification

Requirements
	Supplier’s Measurement
	Supplier’s Inspection Stamp

	BMS10-85  5.2.1

Appearance   5.2.2

Thickness   5.2.3

Adhesion   (5.2.11 Instln. force)
	     
	     


Supplier Note: If the drawing revision level does not match the revision level noted on this sheet, notify the Buyer immediately for a new AN-38A.

P:\AN38A\BACB30LK06-12.doc 03/01/01  1:14 PM
IOD - 173-040, rev A. 10/29/97

