AN-38A





Supplier Product Inspection Report 





In accordance with Code 3 requirements of the purchase order and this flysheet,  Seller shall provide to Buyer, inspection data of product characteristics specified below.





Note:  Seller may submit its own Inspection Data Report format providing the information and inspection data requirements set forth here in are met.





Supplier Product Inspection Report





Date:                                  10-20-98                                                                  





Purchase Order:          A8JZ-88247A-3-352                                                   





Part Number:         V505-212010                         Rev. Ltr:      N/C                 


(Above information to be completed by Seller)





Prepared by:            L. Dolsen                                                                          


(To be completed by PQE)





Remarks:     Humidity Test per Dwg 11  D 1 thru 6 in addition to all other      


                                            required Certification per AN-7 for plating and brazing Supplier to provide                                                    Certification  per drawing Note 11 D 1 thru 6 per the Humidity conditioning.


 


Drawing or Specification


Requirements�
Supplier’s Measurement�
Evidence of Suppliers Inspection �
�
11.D.1.Time required in Humidity Chamber of 10-12 hours


11.D.1 Temperature rqmts Dry Bulb 125 Degree F Wet Bulb 123 Degree F


11.D.3  Inspection visual


11.D.4  Rinse 2 to 3 minutes, and Dry at 


100 Degree F – 150 Degree F


11.D.5 Visual Inspect


11.D.6  record number of


time steps 1 thru 5 is repeated until no visual


evidence of salt or droplets are available.


11.D.6  Final Acceptance


�
�
�
�
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